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8-32 (M4) SET SCREW FOR OPTIC MOUNTING, 2 PLACES.

CLEARANCE FOR 10-32 (M5) SOCKET HEAD CAP SCREW, 
1/4-20 (M6) THREADED ON BACKSIDE.  4 PLACES.

2 PLACES, MOUNTING HOLES FOR 
OPTIONAL FOIL LOCKS, SOLD SEPARATELY.

1/4-100 THREAD ADJUSTMENT SCREWS,
FITS 9-64 OR 3.5mm HEX.

8-32 (M4) THREAD .25 DEEP,
4 PLACES EQUALLY SPACED ON A

3.50 BOLT CIRCLE, BOTH SIDES.

MOUNTING HOLES FOR IXF2.0/db
MOTORIZER KIT, SOLD SEPARATELY.

1/4-20 (M6) THREAD, .25 DEEP,
3 PLACES ON EACH MOUNTING EDGE.

2.85 THROUGH,
CLEARANCE FOR 3.00 OPTIC,

OPTIC SEAT .40 DEEP,
BOTH SIDES
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2nd MOUNTING SURFACE,
SAME AS SHOWN IN THIS VIEW.

1/8" PIN CLEARANCE HOLE, 2 PLACES, .13 DEEP.

3/16" PIN CLEARANCE HOLE, 2 PLACES, .13 DEEP.

MOUNTING SURFACE

DIMENSIONS IN PARENTHESES REFLECT 
METRIC ASSEMBLY FEATURES
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