1.MATERIAL: GH2(Ge2sSb12Ses0)

2.NOMINAL PARAMETERS:
WAVELENGTH:4100 nm

NUMERICAL APERTURE:0.56
EFFECTIVE FOCAL LENGTH: 5.95mm
WORKING DISTANCE: 5.0mm
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Notes :

1. Evenasphere Formula are defined by :

r*/ R,

Z(r) =

L+ 1=+ 8 /R 5

2. The coefficients are as below :

+ Z A, r*

S1 S2
Rc 9.648510 0.000000
K -1.000000 0.000000
A2 0.000000E+00 0.000000E+00
A4 -1.440637E-04 0.000000E+00
A6 -4.699310E-07 0.000000E+00
A8 1.282520E-08 0.000000E+00
A10 0.000000E+00 0.000000E+00
A12 0.000000E+00 0.000000E+00
A14 0.000000E+00 0.000000E+00
A16 0.000000E+00 0.000000E+00
3.REQUIREMENT
S1 S2
Clear Aperture 7.56mm 6.78mm
RADIUS ERROR $0.012mm
IRREGULARITY PV<300nm,RMS<100nm
SURFACE QUALITY 80/50
Roughness Ra<5nm
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UNLESS OTHERWISE SPECIFIED
Unit is MM.
DEFAULT TOLERANCE:
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