1.MATERIAL: Ge(28)Sb(12)Se(60)

2.NOMINAL PARAMETERS:
WAVELENGTH:4200 nm

NUMERICAL APERTURE:0.86
EFFECTIVE FOCAL LENGTH: 0.91mm

WORKING DISTANCE: 0.66mm
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Notes :
1. Evenasphere Formula are defined by :
2
7(r) = L /R + 2 Ay
L+ 1=+ D /RY 5
A-A 2. The coefficients are as below :
30:1
0.900+0.020 S S2
— — Rc 1.618407 0.000000
K -1.000000 0.000000
[ A2 0.000000E+00 0.000000E+00
S1 A4 -1.822825E-02 0.000000E+00
T S2 A6 -9.191961E-03 0.000000E+00
/ A8 2.360275E-03 0.000000E+00
A10 2.734115E-03 0.000000E+00
— A12 -2.329143E-03 0.000000E+00
c’:i A14 7.622793E-04 0.000000E+00
s A16 -9.759379E-05 0.000000E+00
3.REQUIREMENT
S1 S2
Clear Aperture 2.50mm 2.17mm
RADIUS ERROR 1£0.003mm
IRREGULARITY PV<300nm,RMS<100nm
Y SURFACE QUALITY 60/40
Roughness Ra<5nm
R0.20
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