
Plastic Optical Fiber

Series Grade Product Code 
Fiber 

Diameter 
(mm) 

Fiber Length 
On Spool 

(m) 

Attenuation 
dB/m 

(at 650nm) 

PFU-FB1000 1.0 1,500 ~0.15 

PFU-FB1000 1.0 5,250 ~0.15 

PFU-FB750 0.75 2,700 ~0.15 
PF U 

PFU-FB 500 0.5 6,000 ~0.18 

PGU-FB1500 1.5 700 ~0.15 

PGU-FB1000 1.0 1,500 ~0.15 

PGU-FB1000 1.0 5,250 ~0.15 

PGU-FB 750 0.75 2,700 ~0.15 

U 

PGU-FB 500 0.5 6,000 ~0.18 

PGS-FB 265 0.265 12,000 ~0.30 
S 

PGS-FB 250 0.250 12,000 ~0.30 

PGR-FB3000 3.0 150 ~0.20 

PGR-FB2000 2.0 350 ~0.20 

PGR-FB1500 1.5 700 ~0.20 

PGR-FB1000 1.0 1,500 ~0.20 

PGR-FB1000 1.0 5,250 ~0.20 

PGR-FB 750 0.75 2,700 ~0.20 

PGR-FB 750 0.75 9,000 ~0.20 

PGR-FB 500 0.5 6,000 ~0.25 

PGR-FB 265 0.265 12,000 ~0.35 

PG 

R 

PGR-FB 250 0.250 12,000 ~0.35 

PJU-FB1000 1.0 1,500 ~0.15 

PJU-FB1000 1.0 5,250 ~0.15 

PJU-FB 750 0.75 2,700 ~0.15 
U 

PJU-FB 500 0.5 6,000 ~0.18 

S PJS-FB 250 0.25 12,000 ~0.30 

PJR-FB1000 1.0 1,500 ~0.20 

PJR-FB1000 1.0 5,250 ~0.20 

PJR-FB 750 0.75 2,700 ~0.20 

PJR-FB 750 0.75 9,000 ~0.20 

PJR-FB 500 0.5 6,000 ~0.25 

PJ 

R 

PJR-FB 250 0.25 12,000 ~0.35 
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Plastic Optical Fiber  Cord for Broadband Communication

Parameter ATM Spec. Product 
Performance 

Test Standard 

Fiber Dia. (µm) 1000±60 1000±45 IEC793-1-A4 

N. A. 0.33±0.03 0.32 JIS C6862-8 

Attenuation* (dB/50m) 9.1 Ave. 8.5 IEC793-1-C1A 

Bandwidth (MHz-km) 10 10 IEC793-1-C2A 

Series Grade Products 
Code 

Number
of 

Fibers 

Fiber/Cord
Diameter 

(mm) 

Cord 
Material

Cord
Length

on 
Spool
(m) 

Attenuation
dB/m 

(at 650nm)

PM U DUPLEX
PMU-

CD1002-22-E
2 1.0/2.2X4.4 PE 500 ~0.15 
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Plastic Optical - Cord

Number Fiber/Cord Cord Cord Attenuation
of Fibers Diameter Material Length dB/m 

(mm) On Spool (at 650nm)
Series Grade Product Code (m) 

PFU-CD1001-22-E 1.0/2.2 1 ~0.15 
PFU-CD1001-22-E 1.0/2.2 500 ~0.15 
PFU-CD 751-18-E 0.75/1.8 500 ~0.15 
PFU-CD 751-22-E 0.75/2.2 500 ~0.15 
PFU-CD 501-10-E 0.5/1.0 500 ~0.18 
PFU-CD 501-15-E 1 0.5/1.5 PE 500 ~0.18 

PVC 
PFU-UD1001-22-V 1.0/2.2 UL Grade 1 ~0.15 
PFU-UD1001-22-V 1 1.0/2.2 VW-1 500 ~0.15 

PVC 
PFU-UD1001-22-E 1.0/2.2 UL Grade 1 ~0.15 
PFU-UD1001-22-E 1 1.0/2.2 VW-1 500 ~0.15 

Polyamide12
Simplex PFU-CD1001-22AD 1 1.0/2.2 (D2B) 500 ~0.15 

PFU-CD1002-22-E 1.0/2.2×4.4 500 ~0.15 
PFU-CD 752-18-E 0.75/1.8×3.6 500 ~0.15 
PFU-CD 752-22-E 0.75/2.2×4.4 500 ~0.15 
PFU-CD 502-10-E 0.5/1.0×2.0 500 ~0.18 
PFU-CD 502-15-E 2 0.5/1.5×3.0 PE 500 ~0.18 

PVC 
UL Grade 

PFU-UD1002-22-V 2 1.0/2.4×4.4 VW-1 500 ~0.15 
PVC 

UL Grade 
PF U Duplex PFU-UD1002-22-E 2 1.0/2.4×4.4 VW-1 500 ~0.15 
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Number Fiber Cord Cord Attenuation
of Cord/Diameter Material Lenght dB/m 

Fibers (mm) On Spool (at 650nm)
Series Grade Product Code (m) 

PGU-CD2001-30-E 2.0/3.0 300 ~0.15 
PGU-CD1001-22-E 1.0/2.2 1 ~0.15 
PGU-CD1001-22-E 1.0/2.2 500 ~0.15 
PGU-CD 751-18-E 0.75/1.8 500 ~0.15 
PGU-CD 751-22-E 0.75/2.2 500 ~0.15 
PGU-CD 501-10-E 0.5/1.0 500 ~0.18 

Simplex PGU-CD 501-15-E 1 0.5/1.5 PE 500 ~0.18 
PGU-CD1002-22-E 1.0/2.2×4.4 500 ~0.15 
PGU-CD 752-18-E 0.75/1.8×3.6 500 ~0.15 
PGU-CD 752-22-E 0.75/2.2×4.4 500 ~0.15 
PGU-CD 502-10-E 0.5/1.0×2.0 500 ~0.18 

U Duplex PGU-CD 502-15-E 2 0.5/1.5×3.0 PE 500 ~0.18 
PGS-CD1501-22-E 1.5/2.2 600 ~0.18 
PGS-CD1001-13-E 1.0/1.3 500 ~0.18 
PGS-CD1001-22-E 1.0/2.2 1 ~0.18 
PGS-CD1001-22-E 1.0/2.2 500 ~0.18 
PGS-CD 751-13-E 0.75/1.3 500 ~0.18 

Simplex PGS-CD 501-10-E 1 0.5/1.0 PE 500 ~0.22 
PGS-CD1002-22-E 1.0/2.2×4.4 500 ~0.18 

S Duplex PGS-CD 502-10-E 2 0.5/1.0×2.0 PE 500 ~0.22 
PG R Simplex PGR-CD2001-30-E 1 2.0/3.0 PE 300 ~0.20 
PM U Duplex PMU-CD1002-22-E 2 1.0/2.2×4.4 PE 500 ~0.15 

PJS -CD1001-22-E 1.0/2.2 500 ~0.18 
PJS -CD 501-10-E 1 0.5/1.0 PE 500 ~0.22 
PJS -CD1001-22-A 1.0/2.2 500 ~0.18 

PJ S Simplex PJS -CD501-10-A 1 0.5/1.0 Polyamide12 500 ~0.22 
Polyamide12

PFD U Simplex PFDU-CD1001-23ABD 1 1.0/2.3 (MOST) 500 ~0.15 

Curl Cord

Series Grade Product Code
Number
of Fibers

Fiber/Cord
Diameter

(nm) 

Cord 
Material Dimension 

PGS-KD1001 1 1.0/2.2 
PG S PE 

Dimensions are changeable
for customer's request. 
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Plastic Optical Fiber  Light Guide

Series Grade Product Code Number
of Fiber

Fiber / Jacket
Diameter 

(mm) 

Jacket
Material

Length
ON Spool

(m) 

Attenuation
dB/m 

(at 650nm)

PGS-LG265- 4E10 4 0.265/1.0 500 ~0.30 

PGS-LG265- 8E13 8 0.265/1.3 500 ~0.30 

PGS-LG265-16E22 16 0265/2.2 500 ~0.30 

PGS-LG265-32E28 32 0.265/2.8 500 ~0.30 

PGS-LG265-48E30 48 0.265/3.0 500 ~0.30 

PGS-LG265-64E33 64 0.265/3.3 500 ~0.30 

PGS-LG500-12E30 12 0.50/3.0 500 ~0.20 

PGS-LG500-16E33 16 0.50/3.3 500 ~0.20 

PG S 

PGS-LG500-32E42 32 0.50/4.2 

PE 

300 ~0.20 

PJS-LG250- 7E13 7 0.25/1.3 500 ~0.30 
PJ S 

PJS-LG250- 7E13 9 0.25/1.3 
PE 

500 ~0.30 
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Plastic Optical Fiber  High-NA Fiber

Parameter Performance 

Material Polymethyl Methacrylate (PMMA) 
Core 

Refractive index 1.49 

Material Fluorinated Polymer 
Cladding 

Refractive index 1.35 

Refractive index profile Step index 

Numerical aperture 0.63 

Angle of incidence 78° 

Temperature range of use -55~85C°

PRODUCTS(FIBER) 

Series Grade Product Code Fiber Diameter 
(mm) 

Fiber Length 
On Spool 

(m) 

Attenuation 
dB/m 

(at 650nm) 

PJU-FB1000 1.0 1,500 0.15 

PJU-FB1000 1.0 5,250 0.15 

PJU-FB 750 0.75 2,700 0.15 
U 

PJU-FB 500 0.5 6,000 0.18 

S PJS-FB 250 0.25 12,000 0.30 

PJR-FB1000 1.0 1,500 0.20 

PJR-FB1000 1.0 5,250 0.20 

PJR-FB 750 0.75 2,700 0.20 

PJR-FB 750 0.75 9,000 0.20 

PJR-FB 500 0.5 6,000 0.25 

PJ 

R 

PJR-FB 250 0.25 12,000 0.35 
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Plastic Optical Fiber  Cable

Series Grade Product Code 
Fiber/Cord/Cable

Diameter 
(mm) 

Cord/Cable
Material 

Number
of 

Cords 

Cable Length
On Spool 

(m) 

Attenuation
dB/m 

(at 650nm) 

PFU-CL1001-22E50VT 1.0 / 2.2 / 5.0 1 250 ~0.18 
SIMPLEX

PFU-CL1001-22E50VT 1.0 / 2.2 / 5.0 1 500 ~0.18 

PFU-CL1002-22E60VT 1.0 / 2.2 / 6.0 2 250 ~0.18 
PF U 

DUPLEX
PFU-CL1002-22E60VT 1.0 / 2.2 / 6.0 

PE / PVC 
with KEVAR®

2 500 ~0.18 

PG S SIMPLEX PGS-CL1001-22E50V 1.0 / 2.2 / 5.0 PE / Soft PVC 1 250 ~0.25 
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