1.MATERIAL: D-ZK3M

2.ASSUME 0.250 BK7 WINDOW FOR LASER DIODE

3.NOMINAL PARAMETERS:

WAVELENGTH:633 nm

NUMERICAL APERTURE:0.27
EFFECTIVE FOCAL LENGTH: 9.6mm
WORKING DISTANCE: 8.1mm
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Notes :
1. Evenasphere Formula are defined by :
2
Z(r) = r /R + > Ayr?
L+ 1=+ D /RY 5
2. The coefficients are as below :
S1 S2
Rc 5.609928 0.000000E+00
AA K ~1.000000 0.000000E+00
—11(0.814) A2 0.000000E+00 | 0.000000E+00
A4 3.060208E-04 0.000000E+00
1 A6 1.348394E-06 0.000000E+00
A8 9.186870E-10 0.000000E+00
A10 -2.032471E-11 0.000000E+00
L A12 0.000000E+00 0.000000E+00
8 A14 0.000000E+00 0.000000E+00
g A16 0.000000E+00 0.000000E+00
3.REQUIREMENT
S1 | S2
| S2 Surface quality S/D 40/20
e Clear Aperture 5.20mm | 5.13mm
S1 WFE RMS<0.050A@633nm
RO.1 Typical PV<0.250A@633nm&50%APERTURE
Roughness Ra<5nm
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